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MATCH EXISTING
CROSS SLOPE

EXISTING ROADWAY WIDTH

EXISTING

PROF I LE GRADE

MATCH EXISTING
CROSS SLOPE
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12°-0"

-
-

TYPICAL SECTION*3
MILLING AND INLAY

DOADACEN CINCDAANGC
rnurvoLy oITULRUVAUOD

WEST MEADOW WAY
EAST MEADOW WAY
CITY OF [AGRANGE DR
WHITAKER ST

Profile Grade

S.E. Rotation Point

STA.
STA.
STA.
* STA.
~~~~~~~~~~ et KING ARTHUR DR STA.

13+40.00 70 STA.
10+50. 00 7O STA.
10+72.42 10 STA.
13+50. 00 10 STA.
10+64. 48 10 STA.

TYPICAL SECTION*4
TANGENT SECTION
PROPOSED SIDEROADS

13+90. 00
11+00. 00
[1+22. 42
14+00. 00

11+14. 48

WEST MEADOW WAY STA.
WHITAKER ST STA.

[0+19.79 TO STA.
10+19.25 T0O STA

10+61. 59
10455, 00

TYPICAL SECTION DETAIL TO BE USED WHEN
EXISTING PAVEMENT IS TO BE RESURFACED WITH
TWO INCHES OR MORE OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDE, CENTERED ON JOINT

STAGGER VERTICAL JOINT ONE
FOOT THIS LAYER ~m——
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TYPICAL SECTICN DETAIL TO BE USED WHEN

EXISTING

PAVEMENT 1S TO BE RESURFACED WITH

LESS THAN TWO INCHES OF ASPHALTIC CONCRETE

PAVEMENT REINFORCEMENT FABRIC 18" WIDL

SURFACE MIX

SPHALTIC CONCRETE 19 mm SUPERPAVE
ASPHALTIC CONCRETE 25 mm &t

STATE

0y

PROJECT NUMBER
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GA.
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REVISION DATES

URPERPAVE

ASPHALTIC CONCRETE 19 mm SUPERFAVE

fASPHALTIC CONCRETE, 25 mm SUPERPAVE

EXISTING

MILL EXISTING LANE ONE FOOT WIDE-

TO DEPTH OF ADJOINING LAYER TO
Bt PULACED. COST OF MILLING FOR THIS WORK

TO BE INCLUDED IN THE UNIT PRICE BID FOR

CENTERED

PAVEMENT REINFORCING FABRIC. ON JOINT
PAVEMENT REINFORCING FABRIC DETAIL
4'-6" 12'-0" | 12°-0" 46" WIDTH
< > | > —>EXCAV— 0.0 < WIDTHS < 5.0
2°-6°10"-8.8/_ 16.7° T0 24.0° 0/ -32.612" "6 SURFACE COURSE i
VARIES~ EXISTING ROADWAY WIDTH  VARIES TYPICAL SECTION*5 £
Profile Grade OVERLAY AND WIDENING e
. | .
2. 007 4 CITY OF LAGRANGE DR STA. 10+19.97 TO STA. 10+72.42 i
spgesss | An——  J@aSgpe A~ : KING ARTHUR DR STA. 10+19.00 TO STA. 10+64.48 . NO SCALE |
CEELELY] WHISPERING PINE DR STA. 10+31.00 TO STA. 10+80. 00 CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING
Pavement ltem Code 500-9999 - Cu. Yds.
Relnforcement
Fabric (TYP) In excavated areas between the existing paving and new curb and gutter
that are 5'-0" or less in width, Class "B" concrete shcllbe placed in lieu
of the base and paving speczfled by the typicalsection. Payment willbe
made under '"Class B Concrete Base and Pavement Widening".
In excavated areas greater than 5'-0" in width, the Contracter shall
place base and paving as specified on the typical section.
REQU | RED PAVEMENT See plans for details of curb and qutter construction.
21203 @ RECYCLED ASPH CONC 12.5mm SUPERPAVE, GP 2 ONLY, INCL BITUM MATL & H LIME (165 LBS/SY).
CEEEEY
@ RECYCLED ASPH CONC 19 mm SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME (220 LBS/SY). NOTE: ALL SLOPES W/LL BE 4.1, CLASS "B" CONCRETE BASE OR WIDENING DETAIL
© RECYCLED ASPH CONC 25 mm SUPERPAVE, GP | OR 2, INCL BITUM MATL & H LIME (770 LBS/SY}. INCLUDING SLOPES OVER 67,
O GR AGGR BASE CRS, 12", INCL MATL UNLESS OTHERWISE NOTED
& RECYCLED ASPH CONC LEVELING, INCL BITUM MATL & LIME ON CROSS SECTIONS.
&) CONCRETE CURB AND GUTTER, 6 IN X 30 IN, TYPE 2
NOT TO SCALE ip\'l DARCGONS | STATE OF GEORGIA | GEORGIA DEPARTMENT OF TRANSPORTATION e e
’§E§§§‘§§§ - 5390 TRIANGLE PARKWAY, SUITE 100 EPARTMENT OF TRANSPORTATION TYPICAL SECTIONS 5"02
it L——J NORCROSS, GA 30092 S.R.14-U.S.29 IN LAGRANGE
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